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Note that the inlet port is 15 mm from the root of the spline. The torque can be seen in action on
YouTube videos. It was used in the bottom of the intake manifold for both HPR and AC race cars.
Good Stuff! The 1" spline seems to have disappeared from the US market. However, the 1" spline is
still quite common in the World. Recently, a New Zealand importer purchased a pair of R & L Solex
100 carburetors for a brand new Chevrolet Camaro. The old stock Solex sprays 30 carb back
pressures and the new duo are doing 150 carb back pressures. Quote from Ken Kurten "In 1975, we
introduced a redesigned intake manifold to our competition racers for use on the 1-inch intake
manifold that was used in models equipped with the new B-series Chevy engine (the new intake
manifold proved even more successful for our performance racers than the one that was used with
the previous B-series engines). The new intake manifold has a 1-inch spline shaft that extended up
from the engine block. The intake manifold had an inlet port on the flat, the new 1-inch spline took
the inlet port and was inclined at a 30 degree angle. A 16-tooth spline was used for the tip of the 1-
inch spline shaft. The intake manifold flange was 17.0" (up from 17.1" in the previous design) and
the intake manifold was 14.0" wide in the middle and 15.5" wide on the spline end. The angle of the
spline was not changing. The 1-inch spline angle of the intake manifold is 30 degrees. A flat was on
the flat end of the intake manifold. The inlet port was 15.2" from the flat end of the intake manifold.
The intake manifold was supposed to fit the 1-inch splined shaft on a 2.07" base plate. The base
plate was a bolt that screwed into the engine block. This was in accordance with SAE J744-1973
specification." Quote from mrxmorale on eBAY "In 1973-74 the then SAE J744/1-inch intake manifold
specification allowed a 32-tooth spline-piece to be used. Bodies of that era (until they dropped the
J744) were an
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Ansi B 92.1 20xx. 1.1, Ansi B 92.1-3xxx. Another generalization is to reach a general design language
with a fairly standardized format, so that it can be used for different purposes. Ansi B92.1 best
describes the more advanced standardization. The subsequent ISO and ANSI standards
(B92.1a-1976, B92.1c-1976, B92.1e-1976, B92.1f-1976, and B92.1g-1976) define the basic
dimension, material, and flange constructions of gears, while the subsequent ANSI standards
(B92.1d-1972, B92.1h-1972, and B92.1j-1972) define the dimensioning and tolerancing of the spline
construction. .1mm.2.6 mm.4.4.2 mm. The primary dimensions include the gear flange axial
thickness. and root diameter. Where used, the letter A in a dimension represents the measured
section in inches, the letter F represents the dimensional value of the measurement, and the
numeral represents the position of the measurements from the front face of the end gear. The
dimensional values of the standard are given in Fig. 5. .1.2mm. The pitch diameter or "pinion
diameter" of the gear is the distance between the tip of the tooth and the center line of the flange.
.1mm.3.2 mm. 5.4 . 8.0. The standard specifies the number of teeth, pitch diameter, radial depth,
and lateral length of the gear. All designs shall be inspected prior to machining. The radial depth
shall be read with the number of teeth in reference to the pitch diameter. The letter A in a dimension
represents the measured section in inches. .1.5 .4.2.4 To minimize weight, the standard specifies the
section form and width dimensions for the end gear. Appendix E, Dimensions of Forged Parts,
specifies the section form and width dimensions for forgings. .4.8.2 mm.1 mm. The standard
specifies the axial thickness, width, and thickness of the gear teeth. The radial depth shall be read
with the number of teeth in reference to the pitch diameter. To minimize weight, the standard
specifies the section form and width dimensions for the end gear. The letter A in a dimension
represents f988f36e3a
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